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provided in paragraph (c)(2) of this sec-
tion, a prototype PFD must be sub-
mitted to the Commandant for
preapproval review. If a similar design
has already been approved, the Com-
mandant may authorize the recognized
laboratory to waive the preapproval re-
view under 8§§159.005-5 and 159.005-7 of
this chapter.

(c) The application must include the
following:

(1) Plans and specifications con-
taining the information required by
§159.005-12 of this chapter, including
drawings, product description, con-
struction specifications, and bill of ma-
terials.

(2) The information specified in
§159.005-5(a)(2) (i) through (iii) of this
chapter must be included in the appli-
cation, except that, if preapproval re-
view has been waived, the manufac-
turer is not required to send a proto-
type PFD sample to the Commandant.

(3) The type of performance (Type I,
11, or I11) that the PFD is designed to
provide along with the Approval Type
sought (Type I, I, 111, or V).

(4) Any special purpose(s) for which
the PFD is designed and the vessel(s)
or vessel type(s) on which its use is in-
tended.

(5) Buoyancy, torque, and other rel-
evant tolerances to be met during pro-
duction.

(6) The text of any optional marking
to be included on the PFD in addition
to the markings required by §160.076-39.

(7) A draft of the information pam-
phlet required by §160.076-35.

(8) A draft of the owner’s manual re-
quired by §160.076-37.

(9) For any conditionally approved

PFD, the intended approval condi-
tion(s).
(d) The description required by

§159.005-9 of this chapter of quality
control procedures may be omitted if
the manufacturer’s planned quality
control procedures meet the require-
ments of §§160.076-29 and 160.076-31.

(e) Manual and pamphlet. Before
granting approval of a PFD design, the
Commandant may require changes to
the manual and information pamphlet
submitted for review to ensure compli-
ance with the requirements of
§§160.076-35 and 160.076-37.

§160.076-17

(f) Waiver of tests. A manufacturer
may request that the Commandant
waive any test prescribed for approval
under this subpart. To request a waiv-
er, the manufacturer must submit to
the Commandant and the recognized
laboratory, one of the following:

(1) Satisfactory test results on a PFD
of sufficiently similar design as deter-
mined by the Commandant.

2 Engineering analysis dem-
onstrating that the test for which a
waiver is requested is not appropriate
for the particular design submitted for
approval or that, because of its design
or construction, it is not possible for
the PFD to fail that test.

(g) Alternative requirements. A PFD
that does not meet the requirements of
this subpart may be approved by the
Commandant if the device—

(1) Meets other requirements pre-
scribed by the Commandant in place of
or in addition to the requirements of
this subpart; and

(2) As determined by the Com-
mandant, provides at least the same
degree of safety provided by other
PFDs that meet the requirements of
this subpart.

[CGD 94-110, 60 FR 32848, June 23, 1995, as
amended by CGD 94-110, 61 FR 13946, Mar. 28,
1996]

§160.076-15 Suspension or
nation of approval.

As provided in §159.005-15 of this
chapter, the Commandant may suspend
or terminate the approval of an inflat-
able PFD design if the manufacturer
fails to comply with this subpart or the
recognized laboratory’s accepted proce-
dures or requirements.

termi-

§160.076-17 Approval of design or ma-
terial changes.

(@) The manufacturer must submit
any proposed changes in design, mate-
rial, or construction to the recognized
laboratory and the Commandant for
approval before changing PFD produc-
tion methods.

(b) Determinations of equivalence of
design, construction, and materials
may be made only by the Commandant
or a designated representative.
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